
LED High Bay Light- SP 7009

Hook mounting(HM) or Pipe mounting (PM)

Example    SP-7009 - 100w - 3B- 40K- 17-MV-N.SLV.DIM
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System
Power

Modular Net Weight         X
Dimension

100W
8.6kg / 18.96 lb3 Bar 343mm / 13.5"

120W 9.3kg / 20.50 lb4 Bar 14400 lm 414mm / 16.3"

150W 10kg / 22.05 lb5 Bar 18000 lm 485mm / 19.1"

200W 12.1kg / 26.68 lb6 Bar 24000 lm 556mm / 21.9"

250W 13.4kg / 29.54 lb7 Bar 30000 lm 627mm / 24.7"

5600 lm

7200 lm
272mm / 10.7"

6.1kg / 13.45 lb

6.1kg / 13.45 lb
2 Bar

40W

60W

4000K
System Lumen 4

80W

12000 lm
9600 lm

300W 14 .85 lb.9kg / 328 Bar 36000 lm 698mm / 27.5"

IP66 CB ErPIk10

 40W
 60W
 80W
100W
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150W
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300W

8B
8 modular bar

30K
3000K

SINGBEE

Optics

B1 BAT1
B3 BAT360
RB Rack B
S1 Bat Shape 1

S3 Bat Shape 3

17 170D
80  80D
40  40D
20  20D

5. For IDA certification, only 3000k and fixed mounts must be selected
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Bat Shape 1
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SP-7009
High Bay Light
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